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Spendor D9 Light Oak. Cena za 1 sztukę. Skorzystaj z

30 rat 0% w salonie Ultimate Audio Konin

kategoria: TOP > Głośniki > Podłogowe

     

  

Producent: Spendor

17 450,00 zł

Opcje produktu:

Kod QR:

The Spendor D9 speaker is a four driver, 3 way floor standing speaker with the
tweeter positioned, unusually, below the mid-range drive unit, the two bottom drivers
deliver the bass. 

The Spendor D9 builds on the Spendor D7 with one more drive unit. Both the D7 and the D9

employ a 5G linear flow port at the back and have one set of recessed speaker terminals. The D9

uses size, two bass drive units and the 5G (fifth generation) linear flow port to extend the low

frequency response. Spendor quote a frequency response for the D9 of 27 Hz to 25 kHz.

Sensitivity is a very reasonable 90 Db for 1 Watt at 1 metre with a nominal impedance of 8

Ohms.

Specyfikacja techniczna:

Opis 3-drożna konstrukcja podłogowa

Typ obudowy tłumiona, sztywna, dynamiczna

Głośnik wysokotonowy 22 mm LPZ, chłodzony cieczą

Głośnik nisko-średniotonowy 180 mm, membrana Spendor EP77

Głośnik niskotonowy 2 x 180 mm,
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membrana z kompozytu kevlarowego

Efektywność 90 dB (1 W, 1 m)

Częstotliwość podziału 500 Hz, 4.2 kHz

Pasmo przenoszenia 27 Hz – 25 kHz

Impedancja nominalna 8 Ω

Rekomondowana moc wzmacniacza 250 W (moc ciągła)

Wymiary (WxSxG) 795 x 165 x 290 mm

Waga 16 kg/szt.
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